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SLUŽBENA BILJEŠKA 

 

PREDMET: 2. dopuna, razjašnjenje, upotpunjavanje u postupku javne nabave PTR 

agregat za cryogen-free hlađenje, ebn. MV-R-02/2020 

 

Stručno povjerenstvo za javnu nabavu, dana 10. rujna 2020. godine, zatražilo je od 

gospodarskog subjekta Ansar-analitika d.o.o. dopunu, razjašnjenje, upotpunjavanje KLASA: 

004-45/20-04/5/14, URBROJ: 001-02-20-14. 

 

Ovom bilješkom utvrđuje se da je gospodarski subjekt Ansar-analitika d.o.o. putem 

Elektroničkog oglasnika javne nabave RH dana 14. rujna 2020. godine dostavio sljedeće 

dokumente: 

 

- Pojasnjenje_AA_1409_IFS_Reliquifier.pdf 

- Izjava AA stavka 1_14 specifikacija.pdf 

- MV-R-02-2020 tehnicke specifikacije AA_kor.xlsx 

- PT410_Cryomech_AA.PDF 

- PT410 Reliquefier CPA289C Specification Sheet_AA.PDF 

- PT410_ch_AA.PDF 

- PT410-CPA289C HeRL SYSTEM_AA.pdf 

 

 

 

 

 

STRUČNO POVJERENSTVO 

ZA JAVNU NABAVU 

 

 

 

 

 

Prilozi: 

 

- kao u dokumentu 

 









R.br. TEHNIČKE KARAKTERISTIKE Ponuđene specifikacije

Reference na tehničku 

dokumentaciju, napomene 

ili bilješke
0 1 2 3

1.

1.1.
Bez-tekućinski („cryogen-free“) hladnjak na principu hlađenja pulsirajuće 

cijevi (“pulse-tube refrigeration”, PTR)

Bez tekućinski (cryogenfree) proizvođača 

Cryomech, model  PT410 Cold Head “ 

hladnjak na principu hlađenja pulsirajuće 

cijevi (PTR)

Web stranica Cryomech:

https://www.cryomech.com/cryocoolers/p

ulse-tube-cryocoolers/

Na ovoj stranici se vidi da Cryomech nudi 

tzv. PTR cryocooler-e, gdje je naveden i 

model PT410

1.2.

Ulazna dubina hladnjaka u prostoru kriostata, mjerena od dna prirubnice 

na sobnoj temperaturi do dna izmjenjivača topline 2. stupnja, manja od 

400 mm

Ulazna dubina hladnjaka u prostoru 

kriostata, mjerena od dna prirubnice na 

sobnoj temperaturi do dna izmjenjivača 

topline 2. stupnja, iznosi 389 mm

Dokument PT410CH_AA.pdf 

oznaka br. 1

1.3.

Prirubnica hladnjaka na sobnoj temperaturi ili adapter na prirubnicu 

hladnjaka, vanjskog  promjera 186.7 mm, s 8 ekvidistantnih rupa promjera 

između 7.2 i 8.5 mm čiji se centri nalaze na krugu promjera 172.7 mm

Prirubnica hladnjaka na sobnoj 

temperaturi (room temperature flange) 

ima vanjski  promjer od 186.7 mm, s 8 

ekvidistantnih rupa promjera 0.33 inča 

(8.3 mm) čiji se centri nalaze na krugu 

promjera 172.7 mm

Dokument PT410CH_AA.pdf 

oznaka br. 2 ( vanjski promjer)

oznaka 3 (8 ekvidistantnih rupa)

promjer svake rupe 0.33 inča  

(8.3 mm) i promjer kruga je

172.7 mm 

1.4. Vodom hlađeni kompresor plina helija kompatibilan s hladnjakom

Uz PT410 bit će isporučen 

vodom hlađeni kompresor plina

 helija kompatibilan s hladnjakom, model 

CPA289C

Dokument PT410 Reliquefier

CPA289C Specification Sheet_AA.pdf, 

oznaka br. 5

1.5
Kompresor plina helija koristi jednofaznu ili trofaznu izmjeničnu struju 

frekvencije 50 Hz (Herza) i napona između 200 i 240 V (Volta)

Kompresor plina helija 

koristi jednofaznu

izmjeničnu struju frekvencije 

50 Hz (Herza) i napona

220 V (Volta)

Dokument PT410 Reliquefier

CPA289C Specification Sheet_AA.pdf, 

oznaka br. 6

1.6. Snaga kompresora 10 kW ili manja
Snaga kompresora je 7.9 kW za 

izmjeničnu struju frekvencije 50 Hz

Dokument PT410 Reliquefier

CPA289C Specification Sheet_AA.pdf, 

oznaka br. 7

PTR agregat za cryogen-free hlađenje

Napomene:

Ukoliko nije drugačije definirano, zahtjevi definirani ovim tehničkim specifikacijama i ostalim uvjetima predstavljaju minimalne tehničke karakteristike koje 

ponuđena roba mora zadovoljavati kao i ostale uvjete isporuke.

Ponuditelj OBAVEZNO POPUNJAVA stupac „Ponuđene specifikacije“ definirajući detaljno tehničke specifikacije ponuđene robe, kao i stupac „Reference na 

tehničku dokumentaciju, napomene ili bilješke“ navodeći dokumente proizvođača robe koji potvrđuju tehničke specifikacije ponuđene robe.

Kad Naručitelj zahtjeva brojčane vrijednosti (točna vrijednost ili raspon) za pojedinu stavku Ponuditelj ih mora navesti u stupcu „Ponuđene specifikacije“. Kad 

Ponuditelj u stupcu “Reference na tehničku dokumentaciju, napomene i bilješke” navodi dokumente koji nisu dostupni na web stranici proizvođača, mora priložiti 

katalog ili drugu tehničku dokumentaciju.

Institut za fiziku

Zagreb, Bijenička cesta 46

PRILOG 2 - TEHNIČKE SPECIFIKACIJE

PTR agregat za cryogen-free hlađenje



R.br. TEHNIČKE KARAKTERISTIKE Ponuđene specifikacije

Reference na tehničku 

dokumentaciju, napomene 

ili bilješke
0 1 2 3

1.7. Fleksibilne priključne cijevi za spajanje kompresora i hladnjaka
Fleksibilne priključne cijevi za

spajanje kompresora i hladnjaka bit će 

uključene u isporuci

Dokument

PT410-CPA289C HeRL 

SYSTEM_AA.pdf

oznaka br. 8

1.8. Duljina fleksibilnih priključnih cijevi između 15 i 25 metara
Duljina fleksibilnih priključnih cijevi je 

20.1 metra 

Dokument

PT410-CPA289C HeRL 

SYSTEM_AA.pdf

oznaka br. 9 (vidi se vrijednost dužine 

cijevi od 66 ft odn. 20.1 m)

1.9. Električni vodovi za spajanje kompresora i hladnjaka

Električni vodovi 

za spajanje kompresora

 i hladnjaka su u kabelu za motor hladne 

glave ("(cold head motor cord")

Dokument

PT410-CPA289C HeRL 

SYSTEM_AA.pdf

oznaka br. 10 (cold head motor cord)

1.10.
Kapacitet hlađenja sustava na temperaturi 4.2 K (Kelvina) 0.8 W (Watta) 

ili veći

Kapacitet hlađenja sustava na 

temperaturi 4.2 K (Kelvina) iznosi 1 W 

(Watt)

Dokument 

PT410 _ Cryomech_AA.pdf, 

oznaka 11

1.11.
Kapacitet hlađenja sustava na temperaturi 45 K (Kelvina) 35 W (Watta) ili 

veći

Kapacitet hlađenja sustava

 na temperaturi 45 K (Kelvina) 

iznosi 40 W (Watta)

Dokument 

PT410 _ Cryomech_AA.pdf, 

oznaka 12 

1.12. Najniža temperatura sustava 3 K (Kelvina) ili niža
Najniža temperatura 

sustava 2.8 K (Kelvina) 

Dokument: PT410_Cryomech_AA.pdf 

pod oznakom 13 navedena je najniža 

temperatura sustava

1.13. Vrijeme hlađenja sustava do 4 K (Kelvina) 90 minuta ili kraće
Vrijeme hlađenja sustava 

do 4 K (Kelvina) je 60 minuta 

Dokument: PT410_Cryomech_AA.pdf

oznaka 14

1.14.
Tehnička dokumentacija i korisnički priručnici na hrvatskom jeziku ili 

engleskom jeziku

Tehnička dokumentacija i korisnički 

priručnici bit će isporučeni sa sustavom

 i bit će na engleskom jeziku

Dokument Izjava AA_stavka 

1.14_specifikacija
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www.cryomech.com
113 Falso Drive
Syracuse, New York 13211
Phone: (315) 455-2555
Fax: (315) 455-2544

Contact us for custom options.

PT410 CRYOCOOLERS
« VIEW ALL CRYOCOOLERS (/CRYOCOOLERS)

Cooling Capacity:

Base Temperature:

Cool Down Time:

Cold Head Weight:

Compressor Package:

Water Cooled Weight:

Water Cooled Dimensions:

Air Cooled Weight:

Air Cooled Dimensions:

Power Consumption 60Hz (Input
Power):

1.0W @4.2K W/ 40W @ 45K 

2.8K

60 MIN TO 4K oznaka 14

43lb (19.5kg)

CPA289C

295LB (134KG)

27 X 19 X 24.5in (69 X 48 X 62cm) 

N/A

N/A

200/230 OR 460 VAC 3PH / 8.4kW

Power Consumption 50Hz (Input
Power):

200/220 OR 380/420 VAC 3PH / 7.9kW

Cooling Water Requirements: 2.3 GPM (9 LPM) @ 80°F (27°C)

Flexible Lines: 66ft_20.1m

Helium Pressure: 220 ± 5 PSIG (15.2 ± .34 bar) @60Hz 250 ± 5 PSIG (17.2 ± .34
bar) @50Hz

Ambient Temperature Range: 45°F TO 100°F (7 TO 38°c)

Important COVID-19 Update (http://www.cryomech.com/news/important-covid-19-update/)

oznaka 11 oznaka 12

oznaka 13

https://www.cryomech.com/cryocoolers
http://www.cryomech.com/news/important-covid-19-update/
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Specification Sheet 

PT410 Reliquefier 

Liquid Helium Production Rate 

Room temperature helium supply ≥ 10 L/day 

Reliquefy and recondense helium from cryostat  ≥ 18 L/day 
 (based on small heat load on the cryostat neck) 

Cool down time < 4 hours between start up and liquid helium production 

Max operating pressure 5.0 psig (.34 barg)   Pressure relief valve cracking pressure 

Liquid helium return line connection 

Standard sealing gland sizes: Ø 1/2” (12.7 mm)       Ø 3/8” (9.5 mm)       Ø 12 mm (.472”) 
  Custom sizes available upon request 
  to match user’s cryostat fill port 

Standard drain leg length 12” (305 mm) – 24” (610 mm) 
  Custom lengths available upon request  

Vapor return line Connects to vent port. Supplied with ¼” MNPT, KF16 
adaptor and pressure transducer 

Pressure control Balances boil-off rate with condensing rate  

Temperature monitor Monitors the cold head temperature using a calibrated diode 

Weight (with PT410 cold head)  75 lb (34 kg) 

Cold head PT410 

Compressor package CPA289C, available as water cooled only 

Weight  283 lb (128 kg) 

Dimensions - L x W x H 27 x 19 x 24.5 in (69 x 48 x 62 cm) 

Electrical rating 220/230 or 460VAC, 3Ph, 60Hz  

200/220 or 380/420VAC, 3Ph, 50Hz 

Power consumption @ steady state 8.4 kW // 7.9 kW 

Cooling water flow rate Minimum flow 2.3 GPM (9 LPM) @ 80F (27C) maximum 
temperature 

Flexible lines 90° elbows at Reliquefier end 

Standard length 66 ft (20.1 m) 

Weight per pair 72 lb (32.7 kg) 

oznaka 5
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Specifications subject to change without notice Page 2 of 2  Revised 11May17

System parameters 

Helium pressure 220  5 PSIG (15.2 ± .34 bar) @ 60 Hz 
250  5 PSIG (17.2 ± .34 bar) @ 50 Hz 

Ambient temperature range 45F to 100F (7 to 38C) 

Maximum sound level (water cooled) 70 dBA @ 1 meter 

Pressure controller connection 10-pin electrical feed through 

Mounting interface (8) 5/16-18” threaded holes on HeRL base 
Refer to PT410 Reliquefier drawing (bottom view) 

Dimensions Refer to PT410 Reliquefier drawing 

Shipping crate Wood box 

Crate 1 (Reliquefier) 

Weight  260 lbs (118 kg) 

Dimensions - L x W x H 69 x 43 x 36 in (175 x 109 x 92 cm) 

Crate 2 (Compressor) 

Weight  493 lbs (224 kg) 

Dimensions - L x W x H 48 x 40 x 38 in (122 x 102 x 97 cm) 

Optional Equipment 

Reliquefier stand 

Weight (with empty ballast tank) 125 lbs (57 kg) 

Dimensions - L x W x H 36 x 32 x 96 in (92 x 81 x 244 cm) 

Ballast tank (liquid volume) 30 gal (114 L) 

Shipping crate Wood box 

Crate 1 (Base assembly)  

Weight 260 lbs (118 kg) 

Dimensions - L x W x H 48 x 40 x 38 in (122 x 102 x 96.5 cm) 

Crate 2 (Main beam assembly) 

Weight  250 lbs (113.5 kg) 

Dimensions - L x W x H 96 x 12 x 12 in (244 x 30.5 x 30.5 cm) 


