INSTITUT ZA FIZIKU

KLASA: 004-45/20-04/5/14
URBROJ: 001-02-20-15
Zagreb, 15. rujna 2020.

SLUZBENA BILJESKA

PREDMET: 2. dopuna, razjaSnjenje, upotpunjavanje u postupku javne nabave PTR
agregat za cryogen-free hladenje, ebn. MV-R-02/2020

Stru¢no povjerenstvo za javnu nabavu, dana 10. rujna 2020. godine, zatrazilo je od
gospodarskog subjekta Ansar-analitika d.o.o. dopunu, razjasnjenje, upotpunjavanje KLASA:
004-45/20-04/5/14, URBROJ: 001-02-20-14.

Ovom biljeskom utvrduje se da je gospodarski subjekt Ansar-analitika d.0.0. putem
Elektronickog oglasnika javne nabave RH dana 14. rujna 2020. godine dostavio sljedece
dokumente:

- Pojasnjenje_ AA 1409 IFS_Reliquifier.pdf

- lzjava AA stavka 1_14 specifikacija.pdf

- MV-R-02-2020 tehnicke specifikacije AA_kor.xIsx

- PT410_Cryomech_AA.PDF

- PT410 Reliquefier CPA289C Specification Sheet. AA.PDF
- PT410_ch_AA.PDF

- PT410-CPA289C HeRL SYSTEM_AA pdf

STRUCNO POVJERENSTVO
ZA JAVNU NABAVU

Prilozi:

- kao u dokumentu

Bijenicka cesta 46 .HR . 10000 Zagreb . tel: +385 1 469 8888 . fax: +385 1 469 8890 . e-mail: ifs@ifs.hr . www.ifs.hr



»¥a Ansar-analitika d.o.o.

Adresa: Sestinski dol 99a, HR-10000 Zagreb, Hrvatska

Tel./Faks: +385 1 7980 857; +385 1 3745 690

Email: ansar@ansar-analitika.hr

Web: www.ansar-analitika.hr

PDV ID broj: HR12100614190

OlIB: 12100614190

IBAN: HR3124020061100031850

Swift: ESBCHR22, ERSTE & STEIERMAERKISCHE BANK dd, JADRANSKI TRG 3a, 51000 RIJEKA, Hrvatska

Institut za fiziku, Bijeni¢ka cesta 46, 10000 Zagreb, OIB: 77627408491
Evidencijski broj nabave: MV-R-02/2020
Predmet nabave: PTR agregat za cryogen-free hladenje
CPV oznaka: 42513200-7
KLASA: 004-45/20-04/5/14
URBROJ: 001-02-20-14

Zagreb, 14.09.2020.

Predmet: Dopuna odn. upotpunjavanje ponude za PTR agregat za cryogen-free hladenje

Postovani,

Vezano na Va$ zahtjev za dopunom odn. razjagnjenjem dokumentacije u postupku nabave PTR agregata od 10.
rujna 2020, dostavljamo nastavno sljedece dopune odn. pojasnjenja po trazenim stavkama:

Stavka 1.1.
Na web stranicama proizvodata Cryomech:

https://www.cryomech.com/crvocoolers/pulse-tube-cryocoolers

pod dijelom “pulse tube cryocoolers” nalazi se naveden model PT 410 kojeg smo ponudili u ovom slu¢aju.

Stavka 1.3.
U stupcu 2 nisu pravilno navedene dimenzije ekvidistantnih rupa.

Stupac 3 sadrzi pravilno specificirane dimenzije tih rupa a koje iznose 8.3 mm (0.33 in¢a), 8to se i vidi na
dokumentu PT410CH-AA. pdf pod oznakom 3.

Stavka 1.5.

U stupcu 2 nisu pravilno navedene informacije o naponu i frekvenciji ponudenog uredaja.

Ponudeni PT410 sa CP289C kompresorom radit ¢e na naponu mreze od 220 V (Volti) pri frekvenciji od 50 Hz
(Hertza) a &to je dokumentirano i navedeno pod oznakom br. 6 u dokumentu PT410 Reliquefier

CPA289C Specification Sheet_AA.pdf.

Stavka 1.6.

U dokumentu PT410 Reliquefier CPA289C Specification Sheet_AA.pdf pod oznakom br. 7 zabunom je oznacena i
vrijednost od 8.4 kW, umjesto samo 7.9 kW.

U prilogu dostavljamo ispravljeni dokument PT410 Reliquefier CPA289C Specification Sheet_AA.pdf,
gdje je kao snaga ponudenog kompresora oznaéena pravilno vrijednost od 7.9 kW.
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IBAN: HR3124020061100031850
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Stavka 1.9

U dokumentu PT410-CPA289C HeRL SYSTEM_AA pdf pod oznakom br. 10 (power cord) nije pravilno navedena
specifikacija elektricnih vodova.

Pravilna oznaka elektri¢nih vodova za ovu specifikaciju ozna¢ena je na korigiranom dokumentu
PT410-CPA289C HeRL SYSTEM_AA . pdf pod oznakom br. 10 (cold head motor cord).

“Cold head motor cord” sadrzi u sebi trazene elektricne vodove za spajanje kompresora i hladnjaka odn. motora
hladne glave (cold head motor)

Stavka 1.12
Referenca za trazenu specifikaciju navedena je krivo u stupcu 2.

Pravilna v;ijednost najnize temperature koju ponudeni sustav PT410 sa kompresorom CPA289C moze postici je
2.8 K (ne 2.5 K).

U dokumentu PT410_Cryomech_AA pdf navedena je pod oznakom 13, pod “base temperature” pravilna vrijednost
najnize temperature od 2.8 K.

Stavka 1.13
Referenca za trazenu specifikaciju navedena je krivu u stupcu 3.

Pravilan dokument sa trazenom specifikacijom i oznakom br. 14 je PT410_Cryomech_AA pdf, umjesto krivo
navedenog dokumenta PT410_cc_AA. pdf.

Stavka 1.14

Referenca i pojadnjenje za trazenu specifikaciju dana je u nasoj dodatnoj I1zjavi koja je prilog ovom pojasnjenju.

U prilogu ovoga pojaénjenja dostavljamo i koriginan dokument “MV-R-02-2020 tehnicke specifikacije Ansar-
analitika_korigirane.xIsx” koji sadrZe ispravljene tehnicke specifikacije.

Za sve daljnje informacije stojimo na raspolaganju.

S postovanjem

Kreso Mesarek ANSAR-ANALITIKA d.c;.
Ansar-analitika d.o.o. SESTINSKI DOL 99A. ZAGFE:
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OIB: 12100614190
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Zagreb, 14.09.2020.

Predmet: Izjava uz ponudu za PTR agregat za cryogen-free hladenje

Postovani,

Vezano na Vas$ zahtjev za dopunom odn. razjasnjenjem dokumentacije u postupku nabave PTR agregata od 10.
rujna 2020, $aljemo Vam sljedecu

1ZJAVU

Kojom potvrdujemo da c¢e, vezano na stavku 1.14 trazenih tehni¢kih specifikacija (Tehnitka dokumentacija i
korisniCki priru¢nici na hrvatskom jeziku ili engleskom jeziku), uz uredaj biti isporu¢ena tehnitka dokumentacija i

priruénici na engleskom jeziku.

Za sve daljnje informacije stojimo na raspolaganju.

S postovanjem

Kreso Mesare

Ansar-analitikg d.pld. ANSAR-ANAL!TIKA d.oE.f
SESTINSKI DOL 99A, ZAGREE




Institut za fiziku
Zagreb, Bijenicka cesta 46

PRILOG 2 - TEHNICKE SPECIFIKACIJE
PTR agregat za cryogen-free hladenje

INapomene:
Ukoliko nije drugacije definirano, zahtjevi definirani ovim tehnickim specifikacijama i ostalim uvjetima predstavljaju minimalne tehnicke karakteristike koje
ponudena roba mora zadovoljavati kao i ostale uvjete isporuke.

Ponuditelj OBAVEZNO POPUNIJAVA stupac ,,Ponudene specifikacije* definirajuci detaljno tehnicke specifikacije ponudene robe, kao i stupac ,,Reference na
tehni¢ku dokumentaciju, napomene ili biljeSke” navode¢i dokumente proizvodaca robe koji potvrduju tehni¢ke specifikacije ponudene robe.

Kad Narucitelj zahtjeva brojcane vrijednosti (to¢na vrijednost ili raspon) za pojedinu stavku Ponuditelj ih mora navesti u stupcu ,,Ponudene specifikacije*. Kad
Ponuditelj u stupcu “Reference na tehnicku dokumentaciju, napomene i biljeske” navodi dokumente koji nisu dostupni na web stranici proizvodaca, mora priloziti
katalog ili drugu tehnicku dokumentaciju.

Reference na tehni¢ku

R.br. TEHNICKE KARAKTERISTIKE Ponudene specifikacije dokumentaciju, napomene
ili biljeske
0 1 2 3
1. |PTR agregat za cryogen-free hladenje
Web stranica Cryomech:
Bez tekucinski (cryogenfree) proizvodaca |https://www.cryomech.com/cryocoolers/p
11 Bez-tekucinski (,,cryogen-free*) hladnjak na principu hladenja pulsirajuce | Cryomech, model PT410 Cold Head “ |ulse-tube-cryocoolers/
" |cijevi (“pulse-tube refrigeration”, PTR) hladnjak na principu hladenja pulsirajuc¢e |Na ovoj stranici se vidi da Cryomech nudi
cijevi (PTR) tzv. PTR cryocooler-e, gdje je naveden i
model PT410
Ulazna dubina hladnjaka u prostoru kriostata, mjerena od dna prirubnice kL,”atzr:a dubina h'ag’gaka ”,prgs,“”” B okument PTAL0CH Ao
. . S . . . riostata, mjerena od dna prirubnice na .
1.2. |na sobnoj temperaturi do dna izmjenjivaca topline 2. stupnja, manja od ) 1018 ) ) prirubnice oxumen -AAD
sobnoj temperaturi do dna izmjenjivada |oznaka br. 1
400 mm topline 2. stupnja, iznosi 389 mm
Prirubnica hladnjaka na sobnoj Dokument PT410CH_AA . .pdf
Prirubnica hladnjaka na sobnoj temperaturi ili adapter na prirubnicu Fempe’a_t“ii! (mom_temgel’gte“’; ﬂangeg OZ“aEa gr-g 2 E(V?c?lik' fr_"hmler)
. - . s - . ma vanjski promjer o .7 mm, s
1.3. |hladnjaka, vanjskog promjera 186.7 mm, s 8 ekvidistantnih rupa promjera ma vanjski promj . . oznaka ( crvidistantni’ EUpa)
. . . . . ekvidistantnih rupa promjera 0.33 inca promjer svake rupe 0.33 inca
izmedu 7.2 i 8.5 mm ¢iji se centri nalaze na krugu promjera 172.7 mm (8.3 mm) &ji se centri nalaze na krugu (8.3 mm) i promjer kruga je
promjera 172.7 mm 172.7 mm
g;di;rn4}11£ ;;;iciésrﬁg::::?plina Dokument PT410 Reliquefier
1.4. |Vodom hladeni kompresor plina helija kompatibilan s hladnjakom hefija kompatibilan s hladnjakom, model oczigigi(i Sspemflcatlon Sheet_AA.pdf,
CPA289C '
Kompresor plina helija
Kompresor plina helija koristi jednofaznu ili trofaznu izmjeni¢nu struju korl_s U N dnofaz_n u . Dokument PT410 Reliquefier
15 .. . . . izmjeni¢nu struju frekvencije CPA289C Specification Sheet_AA.pdf,
frekvencije 50 Hz (Herza) i napona izmedu 200 i 240 V (Volta) 50 Hz (Herza) i napona oznaka br. 6
220V (Volta)
Snaga komoresora ie 7.9 kW za Dokument PT410 Reliquefier
1.6. |Snaga kompresora 10 kW ili manja g P Je 1. CPA289C Specification Sheet_AA.pdf,

izmjeni¢nu struju frekvencije 50 Hz

oznaka br. 7




Reference na tehni¢ku

R.br. TEHNICKE KARAKTERISTIKE Ponudene specifikacije dokumentaciju, napomene
ili biljeske
0 1 2 3
. T Dokument
- G - . . Fleksibilne prikljucne cijeviza  ~ —1p7 10 cpa2gc HeRL
1.7. |Fleksibilne prikljucne cijevi za spajanje kompresora i hladnjaka spajanje kompresora i hladnjaka bit ¢e

ukljucene u isporuci

SYSTEM_AA pdf
oznaka br. 8

Duljina fleksibilnih prikljucnih cijevi je

Dokument
PT410-CPA289C HeRL

1.8. |Duljina fleksibilnih priklju¢nih cijevi izmedu 15 i 25 metara SYSTEM_AA pdf
20.1 metra S " o
oznaka br. 9 (vidi se vrijednost duZine
cijevi od 66 ft odn. 20.1 m)
Elektri¢ni vodovi Dokument
. . - . . za spajanje kompresora PT410-CPA289C HeRL
1.9. |Elektriéni vodovi za spajanje kompresora i hladnjaka i hladnjaka su u kabelu za motor hladne |SYSTEM_AA pdf
glave (“(cold head motor cord") oznaka br. 10 (cold head motor cord)
. . . . Kapacitet hladenja sustava na Dokument
1.10. K.apaf:.ltet hladenja sustava na temperaturi 4.2 K (Kelvina) 0.8 W (Watta) temperaturi 4.2 K (Kelvina) iznosi LW  |PT410 Cryomech AA pdf,
ili veci (Watt) oznaka 11
. . . . -1 |Kapacitet hladenja sustava Dokument
K tet hladen t tem] 45 K (Kelvi Watta) il
1.11. a,pa(n et hladenja sustava na temperaturi 45 K. (Kelvina) 35 W (Watta) ili na temperaturi 45 K (Kelvina) PT410 _ Cryomech_AA pdf,
veel iznosi 40 W (Watta) oznaka 12
NajniZa temperatura Dokument: PT410_Cryomech_AA.pdf
1.12. |Najniza temperatura sustava 3 K (Kelvina) ili niza sustava 2.8 K (Kelvina) pod oznakom 13 navedena je najniza
temperatura sustava
.. . . . . . Vrijeme hladenja sustava Dokument: PT410_Cryomech_AA.pdf
1.13. | Vrijeme hladenja sustava do 4 K (Kelvina) 90 minuta ili krace do 4 K (Kelvina) je 60 minuta oznaka 14
Tehnicka dokumentacija i korisnicki prirucnici na hrvatskom jeziku ili T?hnlckg d(?kl,lm.emacuva ]Akonsnwkl Dokument Izjava AA_stavka
1.14. prirucnici bit ¢e isporuceni sa sustavom

engleskom jeziku

i bit ¢e na engleskom jeziku

1.14_specifikacija
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oznaka 9

%

1

RELIQUEFIER
SUPPORT STAND

PT410-CPA289C HeRL SYSTEM [REV D |
<_‘ - 6.3
[414.7]

(2) HELIUM FLEX LINES

1/2”
\ STANDARD LENGTH: 66 ft
ALROQUIP g CDOTHER LENGTHS AVAILABLE
3/451
AEROQUIP oznaka 8

L ) 3/4”
AEROQUIP

3/4”

PT410 COLD HEAD AEROQUIP

RELIQUEFIER MAIN

ASSEMBLY
COLD HEAD

MOTOR CORD
(SAME LENGTH
AS FLEX LINES)

oznaka 10
POWER CORD
PRESSURE TEmEﬁﬁﬁggRE
CONTROLLER

ALL INFORMATION CONTAINED IN THIS DOCUMENT SHOULD BE
USED FOR REFERENCE PURPOSES ONLY & ARE SUBJECT TO
CHANGE WITHOUT PRIOR NOTIFICATION. ALSO, THIS DOCUMENT
IS CONSIDERED PROPRIETARY & THE SOLE PROPERTY OF
CRYOMECH, INC. & SHOULD NOT BE REPRODUCED IN ANY
MANNER WITHOUT PRIOR WRITTEN APPROVAL.

CPA289C COMPRESSOR PACKAGE
(WATER COOLED)

CRYOMECH, INC

THIRD ANGLE PROJECTION
113 FALSO DRIVE SYRACUSE, N.Y. 13211

@ g Tel: (315)455-2555 Fax:(315)455-2544
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PERPENDICULAR +£.002 (UNLESS OTHERWISE SPECIFIED)

TOOL KIT

MANUAL
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NAME: PT410-CPA289C HeRL SYSTEM DRAWING

oznaka 15

DWG # PT410-CPA289C HeRL SYSTEM ‘SHT 1 OF 1
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Important COVID-19 Update (http://www.cryomech.com/news/important-covid-19-update/)

CRYOMECH

PT410 CRYOCOOLERS

« VIEW ALL CRYOCOOLERS (/CRYOCOOLERS)

oznaka 11 oznaka 12
Cooling Capacity: 1.0W @4.2K W/ 40W @ 45K
Base Temperature: 2.8K oznakal3
Cool Down Time: 60 MIN TO 4K oznaka 14
Cold Head Weight: 43lb (19.5kg)
Compressor Package: CPA289C
Water Cooled Weight: 295LB (134KG)
Water Cooled Dimensions: 27 X 19 X 24.5in (69 X 48 X 62cm)
Air Cooled Weight: N/A
Air Cooled Dimensions: N/A
Fgwg:)?onsumption 60Hz (Input 200/230 OR 460 VAC 3PH / 8.4kW
|F;gw:::)f)onsumption 50Hz (Input 200/220 OR 380/420 VAC 3PH / 7.9kW
Cooling Water Requirements: 2.3 GPM (9 LPM) @ 80°F (27°C)
Flexible Lines: 66ft_20.1m
Helium Pressure: 220 £ 5 PSIG (15.2 + .34 bar) @60Hz 250 + 5 PSIG (17.2 + .34
bar) @50Hz
Ambient Temperature Range: 45°F TO 100°F (7 TO 38°c)

www.cryomech.com

113 Falso Drive

Syracuse, New York 13211
Phone: (315) 455-2555
Fax: (315) 455-2544

Contact us for custom options.


https://www.cryomech.com/cryocoolers
http://www.cryomech.com/news/important-covid-19-update/
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CGCRYOMECH

.
Specification Sheet

PT410 Reliquefier

Liquid Helium Production Rate
Room temperature helium supply =10 L/day

Reliquefy and recondense helium from cryostat = 18 L/day
(based on small heat load on the cryostat neck)

Cool down time
Max operating pressure

Liquid helium return line connection

Standard sealing gland sizes:
Custom sizes available upon request
to match user’s cryostat fill port

Standard drain leg length

Custom lengths available upon request

Vapor return line

Pressure control
Temperature monitor
Weight (with PT410 cold head)

Cold head

oznaka 5
Compressor package

Weight
Dimensions - L x W x H
Electrical rating

Power consumption @ steady state
Cooling water flow rate

Flexible lines
Standard length
Weight per pair

< 4 hours between start up and liquid helium production
5.0 psig (.34 barg) Pressure relief valve cracking pressure

@1/2’ (12.7 mm) @ 3/8"(9.5mm) @ 12 mm (.472")

12" (305 mm) — 24” (610 mm)

Connects to vent port. Supplied with 72” MNPT, KF16
adaptor and pressure transducer

Balances boil-off rate with condensing rate
Monitors the cold head temperature using a calibrated diode
75 1b (34 kg)

PT410

CPA289C, available as water cooled only
283 Ib (128 kg)

27 x 19 x24.5in (69 x 48 x 62 cm)

220/230 or 460VAC, 3Ph, 60Hz

200/220 or 380/420VAC, 3Ph, 50Hz oznaka 6
84KWI/ITOKW , 17

Minimum flow 2.3 GPM (9 LPM) @ 80°F (27°C) maximum
temperature

90° elbows at Reliquefier end
66 ft (20.1 m)
72 1b (32.7 kg)

113 Falso Drive, Syracuse, NY 13211 USA

315.455.2555 v 315.455.2544 f

cryosales@cryomech.com www.cryomech.com

Specifications subject to change without notice

Page 1 of 2 Revised 11May17
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CGCRYOMECH

System parameters

Helium pressure

Ambient temperature range

Maximum sound level (water cooled)

Pressure controller connection
Mounting interface

Dimensions

Shipping crate
Crate 1 (Reliquefier)

Weight
Dimensions - L x W x H

Crate 2 (Compressor)
Weight
Dimensions - L x W x H

Optional Equipment

Reliquefier stand

Weight (with empty ballast tank)
Dimensions - L x W x H

Ballast tank (liquid volume)

Shipping crate
Crate 1 (Base assembly)

Weight
Dimensions -L x W x H

Crate 2 (Main beam assembly)
Weight
Dimensions - L x W x H

220 + 5 PSIG (15.2 + .34 bar) @ 60 Hz
250 + 5 PSIG (17.2 + .34 bar) @ 50 Hz

45°F to 100°F (7 to 38°C)
70 dBA @ 1 meter
10-pin electrical feed through

(8) 5/16-18” threaded holes on HeRL base
Refer to PT410 Reliquefier drawing (bottom view)

Refer to PT410 Reliquefier drawing

Wood box

260 Ibs (118 kg)
69 x 43 x 36 in (175 x 109 x 92 cm)

493 Ibs (224 kg)
48 x 40 x 38 in (122 x 102 x 97 cm)

125 Ibs (57 kg)
36 x 32 x 96 in (92 x 81 x 244 cm)
30 gal (114 L)

Wood box

260 Ibs (118 kg)
48 x40 x 38 in (122 x 102 x 96.5 cm)

250 Ibs (113.5 kg)
96 x 12 x 12 in (244 x 30.5 x 30.5 cm)
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